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RAMFireCRO-F3 - Fire Resistant Cable, low smoke, Halogen Free 
 
Application 
Suitable for the connection between the sensors and the control of fire detection 
systems are required when special features such as: fire resistance, reduced 
emission of opaque smoke, the reduced emission of toxic and corrosive gases 
and halogen-free. 
 
Technical Data & Standard References 
Fire Performance  EN 50200 PH120  IEC 60331-21 

Test on Single Cable IEC 60332-1 

Test on Bunched Cables IEC 60332-3 

Limiting Oxygen Prefix Min 37% 

Smoke Density IEC 61034 

Amount of halogen acid gas IEC 60754-1 Max 0.5% 

Acidity (PH value) and conductivity IEC 60754-2 

 
Construction 
Formation 2 Core 

Conductor Cross Section 0.75mm² 

Conductor Plain Annealed copper wire, multistrand 

Insulation Special mix Silicon Rubber 

Colour Code Black, Red 

Wrapping I layer plastic tape 0.023mm 

Collective screen 0.026mm Aluminium / PETP tape over tinned copper drain wire 

Outer Sheath THERMOPLASTIC Low Smoke, Halogen Free – LSZH - Red 

Outer Diameter (nominal) 6.3mm 

 
Electrical & Mechanical Data 
DC Resistance per Core at 20°C Max 27.1 Ω/km 

Insulation Resistance at 20°C Min  200 MΩ*km 

Mutual Capacitance Max 115  nF/km 

Inductance Max MH/km 1 

Test Voltage Core / Core /Screen 2000 V 

L/R Ratio Max 25   ɥH/Ω 

Operating Voltage 300 V 

Temperature Range -40°C to +75°C 

Minimum Bend Radius 50mm 

Weight Approx 61kg / km 

 


