
CN UTOLT EN1964-1 2.50MM 3.5KG CO2 5.23L TS 25E XXXXXX

TS-30/60°C X.XXKG TARE X.XX B CE0036 FAB MM/YY MM/YYPE25.0MPA PS15.0MPA

(25)

(1) (2) (3)(4) (5) (6) (7) (8) (9)

(10) (11) (12) (13) (14) (15) (16) (17) (18)

1. The marks must be on the shoulder. 
   The depth of the mark is 0.3-0.5mm.
2. The height of the letters is 6.0mm.
3. Key to the markings:

(1)  Country of Manufacture
(2)  Manufacturer’s Mark
(3)  Design Registration Number
(4)  Ultrasonic Testing Mark
(5)  Minimum Wall Thickness
(6)  Cylinder Identification
(7)  Water Capacity
(8)  Cylinder Thread Identification
(9)  Serial Number
(10) Pressure Test
(11) Temperature Specification
(12) Weight of the Empty Cylinder
(13) Tare Weight
(14) Metal Type
(15) CE Approval Mark
(16) Inspection Weight
(17) Manufacture Date
(18) Hydrostatic Test Date

Notes:

3.5Kg CO2 Fire 
Extinguisher

AFP136M-CM3.5-E1-DZ

Cylinder Markings

A/O 2012-06-07


